
DRY LINING BEADS
Dry lining classification consists of Gypsum board which is fragile and hence, difficult to maintain. VWS Dry Lining Beads reinforce 
the Gypsum wall partitions, corners and ceilings in offices, homes, shops, hospitals and malls, thereby strengthening the walls and 
offering protection against impact. It is also used for cracks which develop at the junction of the RCC and Gypsum board vertically 
and horizontally. PVC does not support combustion and is self-extinguishing when the source of flame or heat is removed. 

 PRODUCTS

This bead is fixed while 
connecting two plaster 
boards at a 90-degree angle. 
The Corner Bead facilitates 
the formation of a perfect 90-
degree plumb and offers 
protection against any 
impact, including breakage 
or chipping. 

24 x 24 mm
12.5 mm
1.0 mm
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This bead is fixed while 
creating an arch with the 
help of Gypsum board. 
The bead facilitates a 
perfect, proportionate 
arch with 90-degree 
angles and ensures that 
it locks on to the Gypsum 
board firmly. 

24 x 24 mm
12.5 mm
1.0 mm
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14 x 23 mm
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1

2

3

1115 ARCH CORNER BEAD PERFECT
 PVC 

1568 STOP BEAD FOR ARCH CORNER 
 PERFECT PVC 

This bead is implemented 
while creating a projection 
on the plaster board, upto 
10mm. It protects the 
projection from chipping, 
while ensuring a perfectly 
straight edge. These 
beads are used at 
junctions of walls and 
ceilings and the areas 
surrounding an opening. 
They are designed to finish 
and protect render edges. 

This bead is fixed while 
creating an arch of a width 
of 12.5 mm to make a niche 
of Gypsum board. This 
bead creates a perfect arch, 
that cannot be achieved 
through traditional and 
manual methods.  

14 x 23 mm
12.5 mm
1.0 mm
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1112 CORNER BEAD PERFECT 
 PVC

1113 STOP BEAD PERFECT 
 PVC 

41 x 13 mm
12.5 mm
15.0 mm
1.0 mm
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0411 SHADOW JOINT BEAD
         GALVANISED STEEL 

This is a sturdy bead, made of galvanised steel, with a 
15 mm groove. It is used at joints of RCC walls, 
columns and gypsum board. When Gypsum boards 
are connected to the RCC wall or column, there is a 
discernable gap. This bead hides the unevenness 
caused by the gap. It is also used as a connector to 
door and window frames, made of aluminium or wood. 

The Edging Bead, as the 
name suggests, fits on the 
edge of a gypsum board of 
12.5 mm thickness. As the 
edges of the board are most 
prone to breakage and 
chipping, the Edging Beads 
protect the edges, by 
covering them in an ‘L’ shape. 

12.5 mm
1.0 mm
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FOR DRY WALLS

1

1

2

2

3

4

Gypsum board

Gypsum plaster

1502 EDGING BEAD
         PVC L - form

This bead is used to join 2 plaster boards 
together, at a 90-degree angle. It holds 
both corners together and protects them 
from breakage and chipping on the inside 
and outside corners. 

12.5 mm
12.5 mm
1.0 mm
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1544 CORNER EDGING BEAD
         PVC 



PRODUCTS

This bead is made of 
galvanised steel and is 
very rigid. It is used to 
support door and window 
frames made of wood or 
aluminium. 

14 x 42 mm
10.0 mm
12.5 mm
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This tape too is available in 
a round tape format. It is 
coated with metal tape and 
is more rigid than the PVC 
tape. It protects corners 
from larger impact. 

26 x 26 mm
1.0 mm
12.5 mm
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0771 FLEXIBLE CORNER TAPE
         ALUZINC 

This bead is available in a round tape 
format. It is available in a 25 meter roll 
form and can be transported easily. 
The tape can be cut to the required 
size and applied to corners, to ensure 
perfect 90-degree angles and offer 
protection to corners from small 
impact. It is coated with PVC tape.

26 x 26 mm
1.0 mm
12.5 mm
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This is an inside corner 
bead, which is used for 
a prefect inside corner of 
the Gypsum wall. It is 
flexible and can be used 
from 70 - 135 - degress, 
apart from 90 - degree 
right angles. 

24 x 24 mm
12.5 mm
1.0 mm

1

2

3

1570 INNER CORNER BEAD 
         FOR ANGLES 70 - 135   PVC
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0462 SHADOW JOINT BEAD 
 GALVANISED STEEL

0761 FLEXIBLE CORNER TAPE
 PVC 

FOR DRY WALLS
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48.0 mm
12.5 mm
3.0 mm

Groove beads are great for breaking up the monotony 
of long drywall runs. They can be used vertically, 
horizontally, at an angle or any other combination. 

1572 GROOVE BEAD
         PVC

22 x 22 mm
12.0 mm
12.5 mm
2.0 mm
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This bead is used inside the Gypsum board, connecting 
two boards at an angle from 90 - 170 - degrees. It is a 
flexible bead and can be used in both, vertical and 
horizontal positions.

1533 MOVEMENT BEAD
 PVC 
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PRODUCTS

This is a PVC L-shaped bead, with a padded 
edge fitted. It is used to connect the Gypsum 
board to a material of a different physical 
properties (such as glass, wood or 
aluminium). It may be attached to door or 
window frames as well. The padded edge 
protects it from impact. 

12.5 mm
1.0 mm
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FOR DRY WALLS

This is a PVC bead designed in a unique fashion, comprising 
2 flexible lips and a tearaway PVC fin. After the Gypsum 
plaster is applied, the fin can be removed. The lips withstand 
the expansion and contraction of materials, caused by 
climatic changes, thus preventing cracks. This bead helps to 
prevent cracks in joints, permanently. 

1584 TEAR AWAY L BEAD WITH FLEXIBLE LIPS
  PVC

1602 REVEAL BEAD
         PVC L- FORM
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This bead is used to prevent vertical and horizontal cracks and joints between RCC columns, 
walls and the Gypsum board. The crack at the joint is most commonly caused due to the 
expansion and contraction of materials, due to climatic changes. Using this bead, we can 
prevent the cracks in the corners and joints of RCC and Gypsum walls, permanently. This 
bead also gives the corner a good finish, as it fastens to the RCC surface very closely. 

 1566 PULL AWAY PRE MASK L BEAD
  PVC
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12.5 x 27 mm
12.5 mm
2.0 mm 1 28 x 22.5 mm
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12.5 x 28.5 mm
9.5 mm - 12.5 mm
2.0 mm

This bead has enough flexibility to allow to be curved along a round ceiling. It is generally 
fixed in a dome shape, on ceilings. It forms a perfect 90-degree right angled round corner 
and protects the circumference from chipping and breaking. 

 1569 ARCH CORNER BEAD FOR MINERAL CEILINGS
  PVC
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 TEAR AWAY FIN 



INTERIOR WET LINING 
VWS readymade corner beads made of galvanised steel are used as interior wet lining. They are fixed in interiors, protecting 
corner plasters. 

 PRODUCTS

The Angle Bead is a 
galvanised steel bead, 
which is very popular in the 
European market. It is a 
readymade corner which 
fits easily into the corners 
of brick and RCC columns. 
It forms a perfect 90-
degree corner, offering 
protection from breaking 
and chipping. The web 
mesh facilitates fastening 
to the cement plaster. 

34 x 34 mm
12.0 mm
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2010 ANGLE BEAD
 GALVANISED STEEL EDGE 

2026 STOP BEAD 
         GALVANISED STEEL

2002 DEPTH GAUGE BEAD
 GALVANISED STEEL 

10 x 32 mm
10.0 mm
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This bead has a depth of 6 mm, for plastering 
and POP to ensure a plumb and straight wall.
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2001 DEPTH GAUGE BEAD
 GALVANISED STEEL  

21 x 6 mm
6.0 mm
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This bead is fixed on 
the brick wall to make a 
perfect plumb wall.       
A common reference 
guideline is achieved 
which acts as a guide 
for both the mason and 
the POP applicator.

This bead is made of galvanised steel 
and is used to make a 10m high 
rectangular projection on a wall.  

23 x 10 mm
10.0 mm
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FOR INTERIOR WET LINING

USING 2010 (ANGLE BEAD) + 2001 (DEPTH GAUGE BEAD)

Brick Wall

Civil plaster

This is a 6 mm depth corner bead made of PVC.
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2246 ANGLE BEAD
         PVC

By fixing both these beads, we can form a plumb corner and a straight wall. Plaster the wall with a sand-cement mixture upto 
3/4th of the depth and the remaining 1/4th is used for POP application. After this process one can paint the surface, fix tiles or 
apply wall paper.

22 x 22 mm
6.0 mm
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USING 2246 (ANGLE BEAD) + 
2001 (DEPTH GAUGE BEAD)

By fixing both these beads, we can create a 
corner and a wall that is 90-degrees straight 
and plumb. They are also used for doing POP 
plastering on existing walls. 

 2001 DEPTH GAUGE BEAD
2010 ANGLE BEAD



EXTERIOR WET LINING
VWS readymade corner beads made of galvanised steel and fitted with a PVC nose are fixed in exterior wet linings. As exteriors 
are exposed to various climatic conditions like heat, cold and rain, the PVC acts as a protector, shielding the plaster from wear 
and tear. These beads are also used in industrial zones, where there is continuous movement on the floor. 

This bead is fixed in 
exterior corners. It protects 
against corrosion, humidity 
and climatic conditions. 
The galvanised steel is 
covered with plaster and 
only the PVC nose is 
exposed. This bead is also 
used in industrial zones 
such as interiors of factory 
premises, to protect corners. 

41 x 41mm
14.0 mm
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3054 SQUARE HOLE ANGLE BEAD 
         GALVANISED STEEL WITH PVC NOSE 

3300 ANGLE BEAD 
         PVC 

Apply the civil mixture clad equi 
distant at four places along the brick 
wall corner.

Fix the corner bead gently on the clad as 
shown above.

Using a Level Bottle, check 
that the bead is fitted to the 
wall, at a straight angle 
position. 

This is an exterior bead made of PVC only. Its main 
purpose is to protect against corrosion, caused by 
climatic conditions. It is used with a plaster of        
½ inch on an exterior wall, to protect corners.

40 x 40 mm
11.0 mm
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DEMO: USING THE SQUARE HOLE ANGLE BEAD FOR EXTERIOR WET LINING

1 2 3

This bead is made of galvanised 
steel with a PVC nose. It can be 
used to make arch formations, 
with a 90-degree angle to the wall. 

FOR EXTERIOR WET LINING

 3155 SQUARE HOLE ANGLE BEAD ARCH CORNER       
  GALVANISED STEEL WITH PVC NOSE 

Brick Wall

Civil plaster

This bead is made of PVC. It has 2 reference lines for 
plastering, one for rough plaster made of sand-
cement and the other, to add a smooth finish touch for 
the exterior wall. It is fixed mostly in factory interiors, 
where there is constant movement of heavy material 
to and fro, damaging the corner of the beams. 

Repeat the process 1 - 3 to install the 
second corner bead.

This gives a reference guideline to the 
applicator for plastering.

40 x 40 mm
14.0 mm
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41 x 41 mm
12.0 mm
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3307 ANGLE BEAD 
         PVC 
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PRODUCTS



Description: VWS Dry Wall Beads are available in a variety of standard and decorative shapes that include corner beads 
(inside & outside), L-shaped beads, shadow joint beads, arch beads, tearaway beads, bullnose (inside and outside) and 
stop beads. 

Advantage: VWS dry wall beads are unmatched in efficiency, application, speed and cost-effectiveness. The beads are 
rust-proof, dent-resistant and made of PVC. The tearaway bead features a unique masking system, comprising tearaway 
fins to protect the adjacent surface from plastering compounds and paint. Using these beads prevent cracks in the 
corners, walls, ceilings and Gypsum board joints.

Application: This product has been designed for interior use. 

Installation: Set the dry wall of the Gypsum board for the outside or inside corner, as required. Install the corner bead. 

Finishing: The finish achieved after installing corner beads is perfectly right-angled with an authentic look and protects 
corners from dents and cracks, permanently. 

Conclusion: 
VWS solutions help to permanently protect your corners and walls from impact, breakage, chipping 
and corrosion. Call to try VWS solutions today! 

FOR DRY WALLS

1112 CORNER BEAD 

1533 MOVEMENT BEAD
          FLEXIBLE 90 to 170

1572 GROOVE BEAD

1584 TEAR AWAY L BEAD
           WITH FLEXIBLE LIPS

1566 PULL AWAY PRE MASK
          L BEAD

0461 SHADOW JOINT BEAD 0462 SHADOW JOINT BEAD

1544 CORNER EDGING BEAD  

1113 STOP BEAD 1570 INNER CORNER BEAD 

TOP VIEW OF VWS DRY WALL BEADS

1502 EDGING BEAD

70

135

VWS DRY WALL BEADS


